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 Fast starting fires 
 Day and Night fires 
 Fast moving fires  
 Fast changing weather /environmental conditions 
 Difficult geographical areas ( Hills, Mountains ….) 
 No mains power available 
 Fast detection, initial attack requirement   < 20minutes 
 Provide much more functionalities and data, than only detect 

a fire 
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AUBAGNE FIRE - 2005

Detection requirements for remote sensing of fires 



 Color- & B/W sensing for detection 
 Black & White images for smoke identification 
 Color Information for smoke classification and monitoring 
 Day and Night Visual information 
 Weather /environmental information 
 Information about geographical areas ( Hills, Mountains, POI) 
 Position information (geo-referenced coordinates) 
 Sensor status information 
 Interactive sensor access for request of dedicated real time 

data by authorized users  
 Database for event analysis- and  training tasks 
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Data required for Fire Management procedures 



Data provided for Fire Management 
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Numeric - , visual -  and    localization-information 



Data provided for Fire Management 
Visual image  b/w with analysis functions                Night detection 
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Color - & incident information 

(Live monitoring & database) 
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Data provided for Fire Management and Geo sense application 

Geographic localisation 
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Georeferenced information  

(true azimuth & elevation related to sector and coordinates) 
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Land Slide surveillance 
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Land Slide surveillance 
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Land Slide surveillance 
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Land Slide surveillance 
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Land Slide surveillance 
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Land Slide surveillance 
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Land Slide surveillance 
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System combination:      terrasense & Forest Ranger 

Radarsystems  expensive  or temporär Installation 

 

vispectiv AG  approach - System Combination of : 

 

Reference measurments with Terrasense ( every 6-12month) 

Integration of reference data into Forest ranger 

Permanent observation of geological changes during fire detection 
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Land Slide surveillance 
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Analysis of geological shapes and calculation of changes 

after integration of reference data from terrasense 

 
copyright by J.Dreibach 13              www.vispectiv.ch 



Land Slide surveillance 
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Terrasense is a proofen  system 

 

Forest Ranger is a proofen system 

 

The combination for the geo – sense application is in a 

laboratory status and needs some tests under real 

conditions and possible Software adaptation. 

 

Basically the combined Operation  works. 
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Thank You for your attention 

    

                  Joachim F. Dreibach 

stop it before …    see it before ….. 
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